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TRF No. IEC61347_2_13G 

General product information: 

LED Drivers are constant current control gear and suitable use together with LED lighting source, The 
intend use for LED Drivers is independent use. Details show in photo documentation. The LED drivers are 
non-inherently short-circuit proof controlgear. 

All the drivers with safety isolating transformer, provide SELV and reinforce insulation between input 
circuit and output circuit, and also provide reinforce insulation between input circuit and plastic enclosure.  

Details see below parameter. 
 

Model 
Input 

current 
Input 

Power 
Output 
voltage 

Output 
current 

Output 
wattage 

Output 
voltage 
(max) 

Tc 

(C) 

Construction 
of TR and 

PCB 
PF 

G5S7W150LR-Z 85 5,4-9 32-42 150 55 4,8-6,3 85 
MVCRM6A-

250 0,5C 

G5S7W350LR-Z 85 
5,68-
9,63 13-22 350 35 4,55-7,7 85 

MVCRM6D-
200 0,5C 

G5S7W500LR-Z 85 4-8,5 6-13 500 25 3-6,5 85 
MVCRM6-

215 0,5C 

G5S7W700LR-Z 85 
4,8-
7,88 5.5-9 700 25 3,85-6,3 85 

MVCRM6C-
330 0,5C 

G5S15W300LR-Z 75 9,5-15 26-42 300 53 8-12,5 85 
MVCEE-13-

250 
0,9C 

G5S15W350LR-Z 85 
10,5-
17 26-42 350 53 9-14,5 85 

MVCEE-13-
250 0,9C 

G5S15W500LR-Z 85 
10,5-
18 18-30 500 42 9-15 85 

MVCEE-13-
380 0,9C 

G5S15W700LR-Z 85 
10,5-
17,5 13-21 700 32 9-14,5 85 

MVCEE-13-
400 0,9C 

G5S15W1050LR-

Z 
95 

11-
18,5 

9-15 1050 26 9.5-15,5 85 
MVCEE-13-

410 
0,9C 

G5S20W500LR-Z 130 
18-
24,5 

30-42 500 53 15-21 90 
MVCEE-13-

250 
0,9C 

G5S20W500CA-Z 130 9-24,5 30-42 

250 

53 

7,5-10,5 

90 
MVCEE-13-

250 0,9C 
350 

10,5-
14,5 

410 12-17 

500 15-21 

G5LT15W300LR-

Z 95 9-17 26-43 300 60 7,8-12,9 
90 MVCRM6C-

180 0,9C 

G5LT15W350LR-

Z 
95 10-19 26-43 350 60 9,1-15 

90 MVCRM6C-
180 

0,9C 

G5LT15W500LR-

Z 
95 10-19 18-30 500 45 9-15 

90 MVCRM6D-
180 

0,9C 

G5LT15W700LR-

Z 
95 10-19 13-21 700 35 9,1-14,7 90 

MVCRM6E-
180 

0,9C 

 




